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D100S,D100‐AP,D165,D205

CRIMPER D100S D100‐AP D165 D205,D206CRIMPER D100S D100 AP D165 D205,D206
Crimping Force(Tn) 35 35 60 80
Max. Hose Dia.2 wire 1" 1" 1-1/4" 1-1/2"
Max. Hose Dia.4 wire 3/4" 3/4" 1-1/4" 1-1/2(2)
Max. Hose Dia.6 wire N/A N/A 1" 2"
Crimper Depth 14" 16" 22" 29"
Crimper width 11" 16" 12 1/2" 37 1/2"
Crimper Height 23 1/2" 17" 22 1/4" 32"
Weight (lbs) 45 85 140 400
Pump N/A Pneumatic Electric Electric
Power Requirement 10,000 Psi 80 Psi Air 10,000 Psi
Approx Crimps/Hr (3) N/A N/A N/A

FH20,FH20S,FH32,FH65

2 HP D205 220 V       
1 HP D206 110 V

CRIMPER FH20 FH20S FH32S FH65
Crimping Force(Tn) 137 137 150 240
Max. Hose Dia.2 wire 1-1/2" 1-1/2" 2" 3"
Max. Hose Dia.4 wire 1-1/4" 1-1/4" 1-1/2" 2"
Max. Hose Dia.6 wire 1" 1" 1-1/4" 2"
Lenght (mm) 23.6 23.6 23.6 34
Width (mm) 19 19 19 39
Height (mm) 23.6 51 51 59
Electrical Power 220 volt 4.5 hp 220 volt 4.5 hp 220 volt 4.5 HP 220 volt 4.5 HP
Weight (lbs) w/o oil 308 550 550 2200
Pump (l/min) 10 10 12 50
Standard Die Set 10-45 10-45 10-69 10-78
Noise Level 71 db 71 db 71 db 71 db
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